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	ATTACHMENT J-1502000-01
FACILITIES PROPERTY AND SYSTEMS INVENTORY

<<Note to Spec Writer: This is an example. Insert applicable inventory data as required, modify format to fit your requirements.>>


	Bldg No.
	Location
	Sq. Ft.
	Year Built
	Historic Preservation
	Equipment/System
	Equipment Age

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


	ATTACHMENT J-1502000-02

GENERAL WORKMANSHIP STANDARDS


	Trade/Work
	Performance Standard
	Related Information

	Carpentry and Masonry
	Carpentry and masonry maintenance, repair, and minor construction services shall be completed in accordance with the definitions and standards specified in this section and NAVFAC Manual MO-111, Building Maintenance - Structures, and NAVFAC Manual MO-113, Maintenance and Repair of Roofs.
	

	General Interior Work
	
	

	Floors and Floor Coverings
	Floors, sub-floors, structural members are free of damage and deterioration.  Floors are structurally sound and have a uniform surface free of cracks, breaks, chips, tears, gaps, gouges, stains, dry-rot, and buckling.  Replacement material matches existing, or satisfies new requirements. 
	Remove baseboards, put floor down, put baseboard back - need to say this non-prescriptively.  

	Resilient Tiles
	Floors are clean and waxed and present a uniform surface. 
	Installation is in accordance with manufacturer's instructions.  

	Linoleum and Vinyl Sheet Flooring
	
	Patches are replaced and installed in accordance with manufacturer's instructions. 

	Finished Wood Flooring
	The finish presents a uniform appearance.
	Molding is removed prior to sanding and replaced after treatment is complete.  The replacement flooring is attached in accordance with the manufacturer's instructions.    

	Carpet
	No seams are visible.
	

	Concrete Floors
	The finish presents a uniform appearance.
	 

	Ceramic Tile
	The floor is waterproof.  
	When replacement tiles of an exact match cannot be found, the Service Provider may remove and replace flawless tiles to create a pattern and minimize the visual effect of the mismatch.

	Terrazzo Floors
	The floor is waterproof.  
	All work is accomplished in accordance with the National Terrazzo and Mosaic Association, Inc. technical bulletins.

	Interior Structures and Associated Fixtures (other than floors)
	Interior structures and associated fixtures are free of damage and deterioration, are structurally sound, have a uniform surface free of cracks, breaks, chips, tears, discolorments, gaps, gouges, stains, dry-rot, buckling, and match existing color.  Replacement material matches existing, or satisfies new requirements.    
	When supporting structures are exposed, a visible inspection will be conducted and damaged or deteriorated structures that present a risk of failure will be reported to the DGR prior to proceeding.  Replacement hardware conforms to the Builders Hardware Manufacturers Association (BHMA) Product Standard.  

	Drywall
	No seams are visible.
	 

	Vinyl Wall Covering
	
	Wall covering which is extensively damaged or for which a matching wall covering is not available may be repaired by replacing the wall covering on the entire wall.  Replacement wall covering is hung in accordance with manufacturer's recommendations.  

	Ceramic Tile Walls
	The walls are waterproof.
	When replacement tiles of an exact match cannot be found, the Service Provider may remove and replace flawless tiles to create a pattern and minimize the visual effect of the mismatch. 

	Doors
	Doors are properly aligned and operate smoothly without binding or sticking.  Hardware is free of damage and deterioration.    
	All hardware works in accordance with manufacture’s instructions.  Missing or unrepairable hardware and accessories (e.g. door stops) are replaced.

	Stairs and Stairwells
	Treads, risers, stringers, handrails, brackets, and other components are secure and maintained to applicable building code.    
	

	Window Coverings
	Rods, blinds, and shades are level, properly aligned, and operate smoothly.  Components are free of damage and deterioration.  
	All window coverings work in accordance with manufacture's instructions.  Missing or unrepairable components are replaced.

	Cabinets and Countertops
	Hardware is free of damage and deterioration.  
	Replacement cabinets and countertops conform to the requirements of American National Standards Institute (ANSI) publication A161.1.  Missing or unrepairable hardware is replaced. 

	Smoke Detectors
	
	

	General Exterior Work
	Exterior structures are weather resistant and conform to the applicable building code.  Exterior structures are free of damage and deterioration, are structurally sound, have a uniform surface, and match existing color.  Replacement material matches existing, or satisfies new requirements.   
	

	Exterior Walls
	Exterior walls, seams, and trim are watertight.    
	

	Roofing
	Damaged, deteriorated, or missing roofing, sheathing, flashing, gravel stops, miscellaneous roof structures and components, and structural supports are repaired or replaced as required to provide a watertight seal and to retain the original whole condition of the roof system.  
	

	Structural Members
	
	All trusses, joists, and other structural roof members are repaired or replaced as required to ensure the structure is safe for occupancy and structurally sound.  While making repairs, the Service Provider will inspect other supporting members and report deficiencies to the DGR.

	Shingle Roofing
	
	Damaged and deteriorated shingles are removed without damaging those in the unaffected areas.  Damaged underlayments are cut and removed leaving approximately eight inches of sound material exposed surrounding the repair area.  New underlayment and shingles are installed in accordance with standard industrial practices.  

	Built-Up Roofing
	
	Surfacing material will be removed to a distance of at least 2½ feet beyond the area of disintegrated felts.  The disintegrated felt layers will be removed and replaced with new 15 pound bituminous saturated felts of approximately the same size, which will be mopped into place with hot bitumen.  At least two additional layers of 15 pound saturated felt will be applied.  The edges of the first ply will extend nine inches beyond the area of disintegrated felts, the second ply 18 inches, and each layer mopped on with hot bitumen.  Hot bitumen will be applied to the repair area at a rate of 60 pounds per square for coal-tar pitch and into it, while hot, clean gravel embedded at a rate of 400 pounds per square, or slate embedded at a rate of 300 pounds per square.  Repair of smooth-surfaced built-up roofs will be accomplished in the same manner, except for the removal and replacement of the aggregate surfacing, and only asphalt bitumen will be used.

	Elastomeric Sheet Roofing
	
	Deteriorated and damaged elastomeric (EPDM) sheet roofing will be removed at least 12 inches into sound roofing.  Damaged underlayment will be cut and removed leaving approximately eight inches of sound material exposed surrounding the exposed area.  New underlayment will be installed in accordance with standard industrial practices.  Install EDPM in accordance with the manufacturer's application instructions, using recommended lapping methods and adhesives.  

	Roof Flashing
	
	Existing flashing will be rehabilitated to form an effective water seal.  Areas covered with deteriorated bituminous cement will be cleaned of all loose materials and debris and recoated with cement.  Deteriorated mortar joints in chimneys intended to seal and anchor flashing will be cleared of mortar to a minimum depth of 1½ inches and the flashing reinserted and the joint filled with mortar patch and finished to match existing joints.  Damaged flashing around vent pipes, attic turbines and other mechanical openings shall be replaced with appropriately formed flashing of either 0.032 inch aluminum or 24 gauge galvanized steel.  Shingles around penetrations will be removed without damaging adjacent roofing or underlayment.  The flashing will be securely nailed along one edge into the roof sheathing or roof support.  Bituminous plastic cement will be applied over the nail heads and the flashing edges.  The roofing will be properly replaced and all nail heads and the joint between the flashing and the vent will be coated with bituminous plastic cement.  Flashing around mechanical equipment, chimneys, and other large protrusions will provide an effective water seal.

	Miscellaneous Roof Structures and Components
	Chimneys, vent stacks, roof ventilators, and other items piercing the roof is repaired or replaced so as to function as originally intended and designed.
	

	Gutters and Downspouts
	Broken, damaged, misaligned, or leaking gutters and downspouts is repaired or replaced with new material to match original as to gauge, type of material and finish.  Splash blocks are properly positioned to receive the impact of drainage water.  
	Clogged gutters and downspouts are cleaned out. Loose hangers and fasteners are tightened.  Missing or broken wire guards, hangers and fasteners for gutters and downspouts, and splash blocks are replaced.  

	Exterior Concrete and Masonry Structures
	Exterior concrete (Portland cement and asphaltic) surfaced areas such as patios, sidewalks, and steps is repaired so they are structurally sound, at original alignment and grade, and are free of damage and major cracks. 
	Roots that cause or contribute to concrete damage is removed and the area backfilled.  Masonry fences, planters, and steps are repaired to replace missing or broken masonry units.  Deteriorated mortar parts, gaps, breaks, and loose components are repaired.

	Exterior Accessories
	Damaged, deteriorated, or missing building numbers, exhaust fan vent caps, chimney caps, and other miscellaneous components and hardware is installed, repaired, or replaced as required.
	

	Stairs
	Damaged or deteriorated stairs and stairways, including treads, risers, nosings, stringers, brackets, balustrades, handrails, and other components is repaired or replaced as required.
	

	Doors, Windows, and Screens
	Doors (including storm doors), windows (including storm windows), and screens will operate smoothly without binding or sticking in accordance with the manufacturer's design.  Damaged, deteriorated, or missing doors, windows, and screens, and associated components is repaired or replaced as required with items of the same size, type, quality, color, and finish..   Replacement glass is of the same size, type, and quality as the existing glass. 
	Caulking, glazing, and weather stripping is fully intact to maintain a completely weather tight seal. 

	Doors
	
	Damaged, deteriorated, warped, swollen, and sagging doors will be repaired/replaced with doors of the same type and size.  Exterior doors will be installed during the same workday as removal of original door.  Scarred areas of doors will be sanded, wiped clean with a low toxicity solvent, sealed, and finished to match the surrounding door surface.  All replacement doors will be installed with hardware from the damaged doors unless the hardware is unrepairable.  Cracked and broken glass in doors will be replaced with the same quality, type, and size.  Small holes in door faces will be filled and finished to match surrounding door surface.  Doors will be planed (to include appropriate bevel) to provide a minimum 1/16-inch clearance after painting between door and adjoining head and jambs.  The bottom of the door shall be trimmed to provide adequate clearance above the floor.  Doors out of alignment with the doorframe will be adjusted and screws tightened so the door fits squarely in the frame and operates freely.

	Sliding Doors
	
	Damaged or deteriorated metal and wooden sliding doors and related hardware is repaired or replaced with doors and related hardware of the same type, size, and color.  All runners, guides, rollers, pulleys, and weights is properly aligned and lubricated to ensure smooth operation in opening and closing.

	Screens and Screen Doors
	
	Oxidation deposits is removed from metal parts.  The affected area is cleaned and protective coating of paste wax is applied.  Replacement screening is of the same material as existing screening.  Small holes (less than 4 in2) in screens may be repaired with a patch matching the existing screening.  The free end wires of patches are bent around screen to secure patch in position.  Exposed screening ends are cemented with a colorless plastic cement.  No exposed screening ends will protrude from the screen.  Warped screen doors and frames are straightened if possible to fit squarely in opening.  If beyond repair, warped items is replaced.

	Hardware
	
	Damaged, inoperable, or missing hardware such as hinges, locks, striker plates, latches, keepers, window operating mechanisms, door closures, springs, etc. will be adjusted, repaired, or replaced as required.  Replacement hardware will match existing hardware in type, size, quality, and finish and meet the Building Hardware Manufacturers Association (BHMA) Product Standards.  Hardware will be installed in accordance with the manufacturer's recommendations.

	Overhead or Rolling doors
	
	Railings are checked for alignments.  Rusted or corroded areas is repaired or replaced.  All bearings, rollers, gears, and pulleys are properly lubricated.  All hangers, bolts, springs, and pins is free of rust and corrosion and appropriately lubricated.  Cables and fusible links is properly installed and free from corrosion and rust.

	Miscellaneous Buildings and Structures
	The Service Provider will perform maintenance and repair on miscellaneous buildings and structures such as grandstands, bleachers, guard and watchtowers, picnic and bus stop shelters, grease and elevated garbage racks, flagpoles, monuments, playground equipment, and other miscellaneous structures listed in Attachment J-XXX.
	

	Swimming Pools
	The Service Provider will repair and replace cracked or broken tile and concrete.  The Service Provider will also perform touch-up painting and repairs to diving boards, dressing rooms, and guard towers.
	

	Signs
	The Service Provider will furnish/fabricate and install a variety of signs including identifying plates, warning signs, directory signs, and general signs on sheet metal, aluminum, and wood using paint or baked on reflective products.  The Service Provider will furnish/fabricate and install all types of traffic control signs.  All materials used will conform to the Manual on Uniform Traffic Control Devices as issued by the U.S. Department of Transportation.
	

	Painting
	Painting shall include both the interior and exterior of all types of surfaces on buildings and miscellaneous structures, as well as the painting of other miscellaneous items such as signs, guard posts and rails, parking bumpers, etc.  Interior and exterior painting performed in conjunction with repair or replacement work is considered incidental to and part of the repair/replacement, and shall be provided at no additional cost to the Government.  Touch-up painting, as defined below, will be ordered as service call work and is subject to Service Contract Act wage rates.  All other painting work will be ordered as required under the indefinite quantity portion of the contract, and is subject to Davis-Bacon Act wage rates.  The unit prices bid shall include all costs for surface preparation, caulking, spot priming, protection of items, which are not to be painted, and other requirements specified below.  All painting shall include all work necessary for a finished job including windows, door frames, trim, molding, closets, shelves, etc.  Colors for finish coats will be specified by the DGR from Federal Standard 595 and NFGS-09900.  Paint shall be delivered to the job site in original, unopened containers bearing the manufacturer's name, brand designation, and instructions for application.  Thinners shall be used only when mandatory for the type of paint being used and with prior approval of the DGR.
	

	Touch-up Painting
	Touch-up painting will consist of correcting and painting minor defects in interior and exterior surfaces (i.e., filling and painting of nail holes, nicks, and scrapes; painting over graffiti, marks, and scuffs;, etc.) and painting of walls, ceilings, and other surfaces up to 200 square feet per occurrence.  Touch-up painting is performed on a service call basis.  Color of touch-up paint will match existing.
	

	Certificates of Compliance
	Certificates of compliance from the manufacturer shall be submitted for all paint types listed: XXX.
	

	Protection of Areas
	After painting, the Service Provider will remove paint, both old and new, from surfaces not to be painted and restore to condition existing prior to painting. The Service Provider is responsible for the cost of repairing any damage caused to Government or personal property.  All removed items is reinstalled and furnishings and other property returned to its original position.  Painted items such as windows, doors, and cabinets will operate smoothly without binding.  
	All furnishings, equipment, floor coverings, and other surfaces that are not to be painted is carefully moved, covered, or otherwise protected prior to painting.  Items such as hardware, hardware accessories, machined surfaces, blinds, curtains, plates, light fixtures, and similar items in contact with painted surfaces is removed, masked, or otherwise protected prior to surface preparation.   

	Surface Preparation
	
	Surfaces to be painted shall be cleaned to remove all dirt, dust, rust, scale, splinters, mildew, chalked paint, loose particles, disintegrated coatings, grease, oil, and other deleterious substances.  Sanding, wire brushing, washing, and chemical treatments shall be used as necessary to properly prepare the surface for painting.  Water shall not be used on unpainted wood.  Nails, screws, picture hangars, plant hangars, and similar items shall be removed.  All scratches, nicks, cracks, gouges, spalls, alligatoring, and irregularities due to partial peeling of previous paint shall be repaired, sanded, spackled, caulked, or otherwise treated to render such defects practically imperceptible.  Caulking and other compounds shall be allowed to cure for the times stated in the manufacturer's literature prior to painting.  Existing enamel and other glossy surfaces shall be sanded.  All new work, surfaces bared by surface preparation, and exposed nails and other ferrous metals shall be primed.

	Airless Sprayers
	Application of paint by airless spray is accomplished only by firms and persons experienced in the use of this type of equipment.  At least 15 calendar days prior to paint application, the Service Provider will submit data for approval by the DGR that demonstrates the proposed applicators have successfully applied paint with airless spray equipment.  The data will include the names and locations of at least two sites where the proposed applicators have used the airless spray method for applying paint.  The Service Provider will indicate the type and design of the airless spray equipment and certify that this method of applying paint has been performed satisfactorily.
	

	Workmanship
	
	Paint is carefully applied with good, clean brushes, rollers, or approved airless spray equipment to provide smooth finished surfaces free from runs, drops, ridges, waves, laps, brush marks, variations in color, or other defects.  Allow time between coats, as recommended by the coating manufacturer, to permit thorough drying.  Each coat is of sufficient thickness to completely cover the preceding coat or surface, and there is a visually perceptible difference in shades of successive coats.

	Lead Based Paint
	The Service Provider shall follow the guidance proscribed in U.S. Department of Housing and Urban Development’s Guidelines for the Evaluation and Control of Lead-Based Paint Hazards in Housing, June 1995 when performing work on surfaces known or suspected to contain lead based paint.
	

	Plumbing
	Plumbing work shall include maintenance and repair of the plumbing systems and fixtures of each building.  When repaired, plumbing systems and fixtures shall be free flowing, in good, safe operating condition, free of leaks and drips.  Domestic water lines shall be maintained five feet from the meter, and include any tap or plumbing fixture.  Waste and sewage lines (including all lines six inches in diameter and smaller) shall be maintained from a point five feet beyond the outside of the building to and including any drain or plumbing fixture.  Natural and propane gas lines shall be maintained from and including the cut-off valve at the pressure regulator and/or storage tank to and including the appliance, heater, or water heater connection.  All work shall meet the workmanship and material requirements of ANSI A40.8, National Plumbing Code, and other applicable standards.
	

	Cleanup/Restoration
	
	The Service Provider will mop up, vacuum, or otherwise remove water resulting from overflowing fixtures, leaks, clogged drains, etc. as part of the repair.  Surfaces and areas exposed to wastewater is disinfected.  Walls, ceilings, and other structures, paved areas such as sidewalks and roads, grassed areas, etc. which are damaged by and/or removed to gain access to leaks, clogs, or other defects is restored by the Service Provider to original condition.

	Plumbing Fixtures
	
	All sinks, tubs, toilets, urinals, basins, and faucets, lavatories, showers, drain lines, etc shall be free of leaks and drips, operate properly, drain freely, and be free of cracks and discoloration.  All fixtures and components thereof that cannot be repaired shall be replaced with fixtures that are in strict compliance with BOCA National Plumbing Code.

	Water Heaters
	
	Water heaters is repaired or replaced as required to provide hot water of at least 140oF without leaks.  Controls, control devices, and safety devices will operate safely and properly.  Water heater insulation jackets with 5.0 fiberglass insulation is installed on all replacement water heaters and/or existing units when excessively worn, damaged, or missing.

	Drinking Fountains
	
	The Service Provider will maintain, repair, and replace all drinking fountains and their component parts.  Fountains is free of leaks and will operate in accordance with manufacturer design specifications.  All damaged and worn component parts is replaced.  Replacement fountains or component parts is equal to or better in quality, size, and capacity to that being replaced.  Fountains is firmly secured to support structures, and free of movement and vibration.

	Electrical Work
	Electrical work shall include maintenance and repair of electrical systems up to 600 volts and lighting fixtures for each building beginning at and including the weatherhead, or in the case of underground power, at and including the main distribution panel.  All electrical equipment, service connections, distribution panels, connections, grounds, outlets, switches, wiring, branch circuits, ground fault circuits, lighting fixtures, and photo cells shall be repaired or replaced as required so as to operate as originally intended and designed, and in a safe manner.  All workmanship and materials shall conform to the National Fire Protection Association (NFPA) 70 National Electrical Code.
	Cracked, broken, or missing receptacle and switch faceplates is replaced with new plates of the same/original color and size.  Light fixture lenses and globes that are damaged or missing is replaced.  All exterior lighting in hallways and stairways will also be repaired/replaced, including light bulb replacement.  

	Telephone Wiring
	Damaged/deteriorated telephone wiring is repaired/replaced from the demarcation point established by the telephone company throughout the structure to, and including, telephone jacks.  Cracked, missing, or inoperative plug-in or screw connected telephone jacks is replaced.
	

	Locksmith Work
	Locksmith work will include, but not be limited to, the repair of key locksets; the fabrication and replication of keys; opening of key locksets; and the installation, maintenance, repair, replacement, removal, opening, and resetting of mechanical and electronic combinations of cipher locks.  The Service Provider will unlock buildings, safes, and vaults (with or without combination or key) to gain access when authorized; and improve, alter, and adapt locking devices and systems.  Locksmith personnel will meet the requirements of the Base Security Department and be bonded and certified by the State of California.  The DGR will determine the type and series of locks for replacement or installation.  Where required by the DGR, locksets, deadbolts, pad locks, and others is keyed and master keyed.
	

	Heating, Ventilation, Air Conditioning, and Refrigeration Equipment (HVAC&R)
	The Service Provider shall provide maintenance, repair, and minor construction services for a variety of HVAC&R units (to include heating systems up to 750,000 Btu/hr, and air conditioning and refrigeration equipment up to 5 tons) and their components in accordance with the manufacturer's manuals, local laws, regulations, and the applicable standards of the Warm Air Heating and Air Conditioning Association.    
	This work includes the maintenance, repair, and installation of all components, devices, equipment and associated systems, including but not limited to, compressors, blowers, motors, drive assemblies, fans, service valves, dampers, condensers, cooling coils, piping, pumps, purge units, control systems and wiring, duct work, burner assemblies, combustion chambers, thermostats and temperature controls, registers, condensate and drip pans and drains, grills, evaporators, air filters, heat/air conditioning units, and all other items of equipment essential to the proper operation of HVAC&R equipment and systems.

	Security Fences and Wire Cages
	The Service Provider will provide maintenance/repair of security fences and cages to ensure all exterior and interior fences and security cages are kept in good repair, and unauthorized entry is not permitted.   All gates is maintained secure, and all hinges and locking devices kept in good working order.   
	Repairs required include, but are not limited to, the following:  repairing holes in chain link fence and wire cages, stringing of barbed wire on top of fence, replacing or resetting of fence support stanchions, replacing or repairing hinges and locking devices, and removal of rust and the painting of fences.

	Model Building, Machine, Welding, and Metal Working
	The Service Provider will provide maintenance/repair of metal components, installed equipment such as exhaust fans, and will construct and install metal components in support of other repair activities as required.
	

	Model Building
	
	

	Metal Working
	
	Metal working will include heating and bending to form metal shapes, drilling, torch cutting, hammer forging, grinding, sawing, and fitting of metal parts.  The Service Provider will perform metal working requirements to maintain/repair or fabricate and replace metal components and installed equipment, including the construction and installation of metal components in support of other maintenance activities.

	Welding
	Welding, burning and open flame work will be permitted, but only subject to the following conditions:  the method must be approved by the DGR, the Service Provider shall inform the DGR prior to any work of this nature being performed, the Service Provider shall provide an adequate fire watch and the required fire extinguishing equipment.  The Service Provider shall notify the Base Fire Department and obtain a welding permit before proceeding.   All Service Provider welders shall be certified for the specific welding process in accordance with applicable American Society of Mechanical Engineers (ASME), ANSI, and American Welding Society (AWS) standards.  
	The Service Provider will perform all types of welding and brazing in the accomplishment of maintenance/repair of buildings, structures, and appurtenances.  Welding is performed on light, heavy gauge and hardened metals using flat, vertical, horizontal, and overhead positions.  Processes include preheating, brazing, bead welding, tack welding, flame cutting, pressure welding and heat treating.  

	Machinist Tasks
	 The Service Provider is capable of machining critical components to a tolerance of .001 in.
	The Service Provider will perform machinist tasks such as drilling, tapping, boring, reaming, and grinding a variety of materials such as steel, cast iron, stainless steel, aluminum, copper, brass, bearing bronze, manganese, babbitt, etc.  The Service Provider will install equipment requiring critical alignment of motors, pumps, blowers, gear reducers, etc.

	Food Service Equipment
	The service provider will maintain and all food service equipment  IAW manufacturer's written specifications
	The Service Provider will provide maintenance/repair services for a variety of food service type equipment such as electric and gas baking ovens, grills, ranges, deep fat fryers, toasters, coffee urns, microwave ovens, ice cream boxes, food serving and salad bars, beverage coolers, choppers, slicers, and dishwashers.  


	ATTACHMENT J-1502000-03
HISTORICAL SERVICE CALL WORKLOAD AND TYPE OF SKILLS REQUIRED



	<<Note to Spec Writer: Insert data and modify format as required.>>

	
	Emergency Service Calls
	After Gov't Working Hrs.
	Number of Routine Calls
	Service Call Sub Totals
	

	 
	 
	 
	 
	 
	

	Electrical
	
	
	
	
	

	Carpentry
	
	
	
	
	

	Plumbing
	
	
	
	
	

	Painting
	
	
	
	
	

	Sheet metal
	
	
	
	
	

	Signage
	
	
	
	
	

	Family Housing
	
	
	
	
	

	Appliances
	
	
	
	
	

	 
	
	
	
	
	

	Total Service Calls
	
	
	
	
	


	ATTACHMENT J-1502000-04

HVAC AND REFRIGERATION SYSTEM INVENTORY FOR PM PROGRAM




	Bldg
	Description
	Equip #
	Manufacturer
	Model No.
	Serial No.
	Capacity
	Year

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


	ATTACHMENTJ-1502000-05
TEMPERATURE STANDARDS




	Area
	Cooling Season*
	Heating Season*

	Living & Admin. Areas (Inactive Employment)
	78
	70 (+/‑4)

	Working Areas (Active Employment)
	78
	60 (+/‑4)

	Storage Areas
	78
	40 (+/‑4)

	Computer Areas
	70
	70 (+/‑4)

	Training Areas
	75
	70 (+/‑4)



*Degrees F. dry bulb

	REFRIGERATION SYSTEMS

	Type
	Degrees F.

	Frozen Meat
	0 to ‑5

	Fresh Meat
	30 to 34

	Ice Storage
	28 to 30

	Dairy Products
	32 to 34

	Ice Cream
	0 to ‑5

	Beer
	35 to 39

	Fruits and Vegetables
	36 to 42

	Chill Room
	35 to 39


	ATTACHMENT J-1502000-06
BOILER AND UPV INVENTORY AND CERTIFICATION DATES




	Bldg
	Description
	Equip #
	Manufacturer
	Model No.
	Serial No.
	Capacity
	Year
	Last Certification

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	


	ATTACHMENT J-1502000-07
INTRUSION DETECTION SYSTEMS INVENTORY FOR PM PROGRAM




	Bldg
	Description
	Equip #
	Manufacturer
	Model No.
	Serial No.
	Year

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


	ATTACHMENT J-1502000-08
COMPRESSED AIR SYSTEMS INVENTORY FOR PM PROGRAM




	Bldg
	Description
	Equip #
	Manufacturer
	Model No.
	Serial No.
	Capacity
	Year
	Last Certification

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	


	ATTACHMENT J-1502000-09
EMERGENCY GENERATOR SYSTEMS INVENTORY FOR PM PROGRAM




	Bldg
	Description
	Equip #
	Manufacturer
	Model No.
	Serial No.
	Year

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


	ATTACHMENT J-1502000-10
CATHODIC PROTECTION SYSTEM INVENTORY FOR PM PROGRAM




	Bldg
	Description
	Equip #
	Manufacturer
	Model No.
	Serial No.
	Year

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


	ATTACHMENT J-1502000-11
FOOD SERVICE EQUIPMENT INVENTORY FOR PM PROGRAM




	Bldg
	Description
	Equip #
	Manufacturer
	Model No.
	Serial No.
	Capacity
	Year

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


	ATTACHMENT J-1502000-12
BRIDGE AND JIB CRANES INVENTORY FOR PM PROGRAM




	Bldg
	Description
	Equip #
	Manufacturer
	Model No.
	Serial No.
	Capacity
	Year
	Last Certification

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	


	ATTACHMENT J-1502000-13
CRANE AND RAILROAD TRACKAGE INVENTORY FOR PM PROGRAM




	Bldg
	Description
	Equip #
	Manufacturer
	Model No.
	Serial No.
	Capacity
	Year
	Last Certification

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	


	ATTACHMENT J-1502000-14
LIGHTNING ARRESTORS AND GROUNDING DEVICES INVENTORY FOR PM PROGRAM




	Bldg
	Description
	Equip #
	Manufacturer
	Model No.
	Serial No.
	Capacity
	Year

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


	ATTACHMENT J-1502000-15
HISTORICAL DATA ON IMP REPAIRS 


	Bldg
	Description
	Equip #
	Manufacturer
	Model No.
	Serial No.
	Capacity
	Year

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


	ATTACHMENT J-1502000-16
HVAC AND REFRIGERATION SYSTEMS INVENTORY FOR IMP




	Bldg
	Description
	Equip #
	Manufacturer
	Model No.
	Serial No.
	Capacity
	Year

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


	ATTACHMENT J-1502000-17
FIRE PROTECTION SYSTEMS INVENTORY FOR IMP




	Bldg
	Facility
	Fire Alarm
	XMTR
	 Sprinkler System
	 Dry/Wet Chemical 
	CO2 

System
	FM 200 

System
	Fire Hydrant
	Fire 

Pumps

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	


	ATTACHMENT J-1502000-18
VTE SYSTEM INVENTORY FOR IMP


	Bldg
	Description
	Equip #
	Manufacturer
	Model No.
	Serial No.
	Year
	Last Certification

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


	ATTACHMENT J-1502000-19
BACKFLOW PREVENTION DEVICES INVENTORY 


	Bldg
	Description
	Equip #
	Manufacturer
	Model No.
	Serial No.
	Capacity
	Year
	Last Certification

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	


	ATTACHMENT J-1502000-20

EXTERIOR LIGHTING INVENTORY


	Bldg
	Description
	Equip #
	Manufacturer
	Model No.
	Serial No.
	Year

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


	ATTACHMENT J-1502000-21
GREASE TRAP INVENTORY


	Bldg
	Description
	Equip #
	Manufacturer
	Model No.
	Serial No.
	Capacity
	Year

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


	ATTACHMENT J-1502000-22
EXHAUST HOODS AND DUCTS INVENTORY


	Bldg
	Description
	Equip #
	Manufacturer
	Model No.
	Serial No.
	Capacity
	Year

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


	ATTACHMENT J-1502000-23
AIRFIELD LIGHTING SYSTEM INVENTORY


	Bldg
	Description
	Equip #
	Manufacturer
	Model No.
	Serial No.
	Year

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


	ATTACHMENT J-1502000-24
FAMILY HOUSING PM INVENTORY


	Bldg
	Description
	Equip #
	Manufacturer
	Model No.
	Serial No.
	Capacity
	Year
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